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VHB™ Tapes

Product Description:
3M™ VHB™ Tapes provide the convenience and simplicity of a tape fastener and are ideal for use in many interior and
exterior bonding applications. In many situations, they can replace rivets, spot welds, liquid adhesives and other permanent
fasteners.
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3M™ VHB™ Tape Families:

4941
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3M™ VHB™ Tapes

Product Thickness
Family
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3M™ VHB™ Tapes

Product Thickness
Family Number Color Inches

4919F Black 0.025 1000 500 500 300 (149) 200 (93)

4926 Gray 0.015 1000 500 500 300 (149) 200 (93)

4936 (F) Gray 0.025 1000 500 500 300 (149) 200 (93)

4941 (F) Gray 0.049) 200 (93)
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Additional Typical Performance Characteristics

Outgassing:

3M™ VHB™
Tapes % TML %VCM %WVR

4930 0.77 0.01 0.21
4932 2.41 0.66 0.23
4945 1.24 0.01 0.19

TML - Total Mass Loss
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Design and Tape Selection Considerations

Choose the right tape for the substrate: Adhesives must flow onto the substrate surfaces in order to achieve intimate
contact area and allow the molecular force of attraction to develop. The degree of flow of the adhesive on the substrate
is largely determined by the surface energy of the substrate.
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3M™ VHB™ Tapes

3M warrants for 24 months from the date of manufacture that 3M™ VHB™ Tape will be free of defects


