
1�e 10 X 1000 us, non–repetitive

2�e 1/2 sine wave (or equivalent square wave), PW = 8.3 ms, duty cycle = 4 pulses per minute maximum

3�e Mounted on minimum recommended pad layout

Parameter Symbo �O Value Units

Peak Power Dissipation (Note 1.) @TL = 25°C, Pulse Width = 1 ms PPK 600 W

Forward Surge Current (Note 2.) @TA = 25°C IFSM 100 A
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�g�h�i�j�k�r�r�q�v �g�h�i�j�k�r�r�q�n�v �r�r�q�v �r�r�q�n�v �x�m�l�t�q �r�q�p�l�q �r�r�h�l�q �r�l�q �r�p�s�l�q �u�l�q�q �p�l�q

�g�h�i�j�k�r�s�q �g�h�i�j�k�r�s�q�n �r�s�q �r�s�q�n �r�q�s�l�q�h �r�q�m�l�q �r�w�s�l�q �r�l�q �r�t�w�l�q �w�l�p�q �p�l�q

�g�h�i�j�k�r�s�q�v �g�h�i�j�k�r�s�q�n�v �r�s�q�v �r�s�q�n�v �r�q�t�l�r�q �r�r�u�l�q �r�s�h�l�q �r�l�q �r�h�p�l�q �w�l�h�q �p�l�q

�g�h�i�j�k�r�w�q �g�h�i�j�k�r�w�q�n �r�w�q �r�w�q�n �r�r�q�l�s�p �r�r�t�l�q �r�u�w�l�q �r�l�q �r�m�t�l�q �w�l�s�q �p�l�q

�g�h�i�j�k�r�w�q�v �g�h�i�j�k�r�w�q�n�v �r�w�q�v �r�w�q�n�v �r�r�h�l�p�p �r�s�u�l�q �r�w�t�l�q �r�l�q �r�t�x�l�q �w�l�w�q �p�l�q



Fig5.��Peak��Pulse��Power��Rating��curve�� Fig6.��Steady��State��




